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Dear Valued Customer, 

Congratulations on your purchase of a precision crafted Lazer Racing Chassis by Bern-

heisel Race Cars. We take great pride in supplying the high level of quality and service our 

customers have come to know and expect. 

 

On the bottom of this page is your chassis serial number. Please refer to this number 

when calling for parts or technical assistance. 

 

Our goal is to help you improve your racing program no matter what level you are now 

racing at. The following pages should assist you in that regard. You are also welcome to ac-

cess our website @ www.lazer3.com or call our tech line at 717-865-6691 for further infor-

mation.  

 

Thank you and Good Luck. Jim Bernheisel-president 

 

Customer:  

 

Serial:  

 

Date:  

DISCLAIMER OF WARRANTY 

 

AUTO RACING IS A DANGEROUS SPORT. 

THE SELLER HEREBY EXPRESSLY DISCLAIMS ALL WARRANTIES,  

EITHER EXPRESSED OR IMPLIED. INCLUDING ANY IMPLIED WARRANTY 

OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. THE 

SELLER NEITHER ASSUMES NOR AUTHORIZES ANY OTHER PERSON TO 

ASSUME FOR IT ANY LIABILITY IN CONNECTION WITH THE SALE OF  

THIS MERCHANDISE. 

THE PURCHASER ASSUMES ALL RESPONSIBILITY 

 

www.lazer3.com 






4 Link Rear Suspension 

 

II. 4 Link Rear Suspension 

 

     A. Lift Bar Slider– 13 1/4” center to center from top right rail  

          (not used on all models)  

 

 

 

 

     B. Lift Bar– Adjustable 30” - 44” 

          1. 5/8” Bolt in top (grade 8)- Head @ Heim 

          2. 1/2” Bolt in bottom (grade 8)- Head @ Heim 

          3. 7/8” Spacer between rod end and plate 

          4. Mount on right side of aluminum plate 

          5. Use spacer for strength between plates 

          6. Initial setting– 4th hole (middle) 

          7. Left bar side brace-  9” tube 11 1/2” on center 

 

     C. Rear End Adjustment (side to side) 

          1. Left upper torque arm plate to left ride height tab– 13 1/2” w/Ride height @ 8 7/8” 

              LR and 8 5/8” RR  

          2. Panhard bar 

              a. R.S. lower hole on pinion- # 3 (3 hole mount) / 2nd from bottom (4 hole mount) 

              b. At frame w/ 2 position bracket. 3rd hole from top #3- Inside row of holes 

              c. At frame w/ 3 position bracket. 4th hole from top #4- Inside row of holes 

  d. 19” center to center-Inside row / 21” center row / 23” outside row 

 

   

 

 

 

 

 

 

 

 

 

 

 

 

2 Position Brkt 

4 Hole Mount 

3 Position Brkt 
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